
INTEGRA 830 P 

The Integra 830 P brings quick make-readies, exceptional color reproduction, 

and superior run lengths to general commercial, publication, and packaging 

printing in both sheetfed and web pressroom environments. The Integra 830 P is 

the fl agship positive infrared lithoplate from Southern Lithoplate, Inc. American 

owned and operated, privately held, and dedicated to print, Southern Lithoplate is 

world-renowned for personalized technical and service expertise. These strengths 

and more make the Integra 830 P the #1 alternative to other market options. 

Switch to SLP and experience the alternative.

Experience 
    the Alternative



To learn more about CtP solutions from SLP:
Visit www.slp.com or call (800) 638-7990

Southern Lithoplate, Inc., P.O. Box 9400, Wake Forest, NC 27588

SPECIFICATIONS

Plate Positive infrared plate with excellent press durability 
 and chemical resistance; no preheat

Application Ideal for general commercial, packaging, and publication printers 
 utilizing either sheetfed or web presses

Substrate  Electrochemically grained and anodized aluminum substrate

Gauge 0.20 mm, 0.30 mm and 0.40 mm

Sensitivity  108 – 128 mj/cm2

Resolution 1% to 99% @ 200 lpi

FM capability FM10 (device dependent)

Run length* unbaked Up to 200,000 impressions

Run length* baked Up to 1 million impressions

UV ink run length* unbaked Not recommended

UV ink run length* baked Up to 500,000 impressions

Developer life 30 – 45 days / 2000 m2

*Dependent on press conditions.

Southern Lithoplate is an American owned and operated manufacturer that has multiple U.S. manufacturing 
sites to ensure unrivaled customer response times and service. Southern Lithoplate is privately held and 
professionally run. We are dedicated to provide you with plates and 24/7 service for your business success. 

Predictable Tonal Response
Integra 830 P plates’ linear response to laser exposure and consistency in processing generate images 
and dots that are solid, stable, and predictable. This will allow you to take the time-consuming guesswork 
out of curve maintenance and development.

Fast Imaging Speed with Lower Energy Requirements
Compatible with all major 800-850 nm thermal platesetters, Integra 830 P plates image fast, process fast, 
and maintain stability at high press speeds. Integra 830 P plates are easy to expose and process under normal 
daylight conditions. Without preheating, they also consume signifi cantly less energy. Their overall low energy 
requirements will save you money.

Plate System Latitude
The Southern Lithoplate plate technology system provides a competitive development system with low chemistry 
consumption. All chemistry is packaged as ready-to-use, needing no extra material handling and inventory. 
Our electrochemically grained and anodized surface provides a superior surface, which guarantees consistent 
ink-and-water balance for quick make-ready and eliminates restart waste.

True Postbaking Option Improves Run Lengths to One Million Impressions*
Integra 830 P plates provide a “true” postbake option, which will allow you to achieve additional abrasion 
and chemical resistance for your most demanding work.

INTEGRA 830 P 


