
Trueflow Rite News
Workflow system for newspaper production

Trueflow Rite News is a JDF ticket based entry-level workflow with
PDF1.4/1.5 RIP'ing capabilities that has been optimized for use in news-
paper production. It features all the functions necessary for CTP output
of plates for newspaper production, including JDF-based RIP operation,
job ticketing, trapping, and optional imposition.

Trueflow Rite News has a graphical user interface that features the latest
JAVA client interface technology and makes operation fast and simple. It
offers on-screen previewing and thumbnail images of page data during
and after processing, and allows operators to monitor job progress from
any networked computer.

Trueflow Rite News features hot folders that make it easy to automate
production processes. And when used with an imposition module,
Trueflow Rite News offers a flexible late-binding job workflow that is
ideal for today's short CTP production turnarounds.

JDF ticket based newspaper
workflow automation
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PlateRite News
Thermal platesetter for newspaper production
The PlateRite News is a versatile thermal CTP unit that has been optimized for newspaper production. This outstanding

platesetter can output up to 35 plates per hour, all at remarkably high quality, thanks to the combination of thermal imaging

and a next-generation GLV™512-channel exposure head. It can output plates ranging from 345 x 370 mm (13.6" x 14.6") to 1,160 x

940 mm (45.6" x 37") in size, and from 0.2 mm (8 mil) to 0.3 mm (12 mil) thick, making it suitable for a wide variety of tasks. The

unit also features a variety of automated systems that support its high productivity while reducing the strain on operators,

including plate auto-balancing and optional automatic loading.  Flexible

enough for a variety of newspaper industry workflows, the PlateRite

News is the ultimate in thermal CTP for newspaper production

Recording system
Light source
Plate size*

Exposure size

Media
Media thickness
Resolutions
Repeatability
Productivity
Interface
Plate transport
Punch systems (optional)

Dimensions (W x D x H)
Weight
Environment

Power requirements

External drum
512-channel imaging head (with GLV™ technology)

Maximum 1,160 x 940 mm (45.6" x 37")
Minimum 345 x 370 mm (13.6" x 14.6")

Maximum 1,160 x 931 mm (45.6" x 36.6")
Minimum 345 x 360 mm (13.6" x 14.1")**

Thermal (infrared sensitive) plates
0.2 to 0.3 mm (8 to 12 mil)

1,000/1,016/1,200/1,270 dpi***
10 microns****

Max. 35 plates/hr at 1,200 dpi (890 x 600 mm/35.0" x 23.6" plates)*****
Fast PIF

Semi-automatic loading (standard) / Fully-automatic loading (optional)
SCREEN, Heidelberg, Heidelberg·Bacher, Protocol, Komori, 

Stoesser,Grapho Metronic, others
2,420 x 1,610 x 1,263 mm (95.2" x 63.4" x 49.7")

Approx. 1,150 kg (2,530 lbs.)
23C 2C (73.4F 3.6F), 

50% to 70% relative humidity (non-condensing)
Single phase 200 to 240 V (+6% to –10%), 25.51 A, 5.08 kW******

*
**

***
****
*****
******

Plate widths between 590 mm and 610 mm cannot be loaded.
Length of exposure in circumferencial is shorter by 10mm from plate size in case plate width is 
shorter than 589mm.
Length of exposure in circumferencial is shorter by 9mm from plate size in case plate width is 
longer than 610mm.
Trueflow Rite News supports the out put resolution of 1200dpi or less.
Over four consecutive exposures on one plate at 23C (73.4F) and 60% relative humidity.
Output speed may vary depending on the sensitivity of the media and clamp size selection.
Includes power requirements of SA-L, MA-L, AT-T, and blower unit.

Specifications



User-friendly “job-flow”
graphical user interface

Trueflow Rite News features a drag and drop

“job-flow” style graphical user interface (GUI)

that includes intuitive on-screen pop-up. The

thumbnail view makes direct operation easy,

and the simultaneous pop-up menu display of

multiple applications increases operating

efficiency. Job progress can be monitored in real

time in networked environments. Trueflow Rite

News also offers a truly unique feature: e-mail

notification of job progress for remote operators.

Job ticketing and automated
workflow paths

Trueflow Rite News offers two automated

workflow paths. All the operator needs to do is

select the desired path for optimal production.

Hot folders

For output-ready jobs, Trueflow Rite News uses a

fully automated workflow involving intuitive job

tickets and hot folders. Operators can use

Trueflow’s hot folders to create fully automated

custom workflow paths. After the folders are

created, operators simply drag and drop the job

files into the appropriate hot folder; the

remaining steps through output are carried out

automatically.

Job-container workflow

If some pages of a job are likely to arrive late,

operators can use an intelligent job-container

hot folder workflow with Trueflow Rite News'

plate imposition option. This workflow enables

automated parallel processing of a large number

of multiple page and page-independent 

late-binding files in an output-ready signature.

The job-container workflow helps eliminate

delays and assures consistent productivity for

plate output ready jobs.

Trueflow Rite News
Workflow system for newspaper production

Spekta AM/FM hybrid screening

Trueflow Rite News supports the innovative Spekta AM/FM hybrid screening, as well as the

conventional AM screening. This screening library offers the printer the ultimate in choice,

quality, and reliability.

Job-container workflow
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Hot folder workflow
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An automated CTP workflow solution 

Trueflow Rite News features JDF-compliant job tickets, and is based on
PDF 1.4/1.5 interpreter technology. Designed specifically for newspaper
production, Trueflow Rite News provides an automated CTP workflow
solution with all the functionality required to make newspaper
production run smoothly.

Easy plate imposition

Trueflow Rite News offers a plate imposition

option for the CTP workflow. The plate

imposition option features a wide range of

imposition template editing tools, color control

bars, and register marks. The plate imposition

option makes it easy to set and edit plate

signature settings for an imposition template, 

or to create output ready flat files for CTP and

proofers.

Imposition template data from the plate

imposition option can be used both for hot

folder operations and for job-container workflow

operations.

Spekta Hybrid screening AM screening

File handling for networked 
CTP production

Trueflow Rite News accepts standard PDF data

files such as PDF/X1-a and PostScript 3.

Imposed PDF and PostScript data can also be

used in Job files. With the 1-bit in option, 1-bit

TIFF files can also be imported. Trueflow Rite

News can easily repeat the plate file output for

any job that has already been processed. Files

can be output across a network if desired, and

1-bit TIFF files are supported for reliable data

transfer to proofers. Trueflow Rite News can also

output CIP3/4 PPF ink-key preset data for press

and post-press systems in an entry-level workflow.

 


